	Banner Advertising Specifications

	NOTE: All dimensions are in pixels.
728 x 90 IMU - (Leaderboard)
Maximum Initial Download Fileweight - 39kb

160 x 600 IMU - (Wide Skyscraper)
Maximum Initial Download Fileweight - 39kb
Cycle rotation: 30 seconds
120 x 240 IMU - (Vertical Banner)
Maximum Initial Download Fileweight - 39kb
Cycle rotation: 20 seconds

468 x 60 IMU - (Full Banner)
Maximum Initial Download Fileweight - 39kb

160 x 120 – Premium Ad (Button)
Maximum Initial Download Fileweight - 26kb
(for newsletters)
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Submission Specifications
File Formats: ..gif  ,or .jpg 
Borders:  A one pixel border of suitable colour must be included in all advertising files to define the edges of the supplied banner/button/skyscraper or leaderboard within the pixel dimensions specified.
Colours:  Optically aggravating colours should be avoided. Colours in the supplied submissions should fit within the general "look and feel" of the website.
Please Note: Destination URLs must be supplied with each submission.
Expandable/Retractable Units – available on all advertising units
User-initiated Expandable Ads: See IAB Ad Unit Guidelines.
Landing Spots: Maximum width of 2X the initial ad size.
Available On: 728 x 90 IMU - (Leaderboard), 160 x 600 IMU - (Wide Skyscraper), 160 x 120 – Premium Ad (Button)
User-initiated Retractable Ads: Maximum width of 600 pixels.
Landing Spots: See IAB Ad Unit Guidelines
TetraMedia Pty.Ltd. reserve the right to reject any submitted graphic or artwork that is deemed of poor quality or not suitable for publication.

Tetra-Media Design Centre
Quality custom designed graphic ad packages can be supplied to suit your advertising needs. Please contact us for more information and a free quotation.

	


